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Hartford Cappuccino 150(SA02A)

PREFACE

Thank you for purchasing products from Hartford and sincerely welcome you to be our user. 
To enjoy a more safe and pleasant driving, firstly please make sure to get familiar with the 
manual before driving. Your safety depends not only on the vigilance and experienced 
operation skill, but also on whether you know well about the mechanical performance. 
Before driving, check-up and periodical maintenance are the basic requirement. If 
maintenance and repair needed, please go to our service center for help. If you know the 
mechanic knowledge and have the tools, the dealer can offer you help with the maintenance 
and repair, for instance, provide the parts catalog and spare parts.

The manual explains detailed scooter operation and maintenance knowledge, together with 
the expectation for your long-time use. Modification of specifications may cause some 
figures and content discrepancy in the manual, we feel sorry for that and hold the final right 
of interpretation.

Have a good enjoyment and thanks again for your purchasing.



Hartford Cappuccino 150(SA02A)

Important Attention Points

 Driver and passenger

This motorcycle is limited to one driver and one passenger (except children younger than 12 
years old). Never exceed the max load capacity. 

 For safety, avoid driving the motorcycle in atrocious weather or cold weather (under -
12℃).

 For road condition

The caution banners about the safety or environment protection stick to the sundries box 
cover, the rear carrier, and fuel tank cap. (Visible before or during driving)

 Please read the user’s manual carefully.

You must pay attention on the warning sentence or paragraph. 

WARNING

Not following the operation instruction in this manual may cause injury to you and the 
vehicle.

ATTENTION

Regard this manual as a permanent part, even when transferring the vehicle to a new owner , 
transfer the manual at the same time. 



Dealer Warranty and Limitation of Liability

Coverage provided by the warranty
The selling dealer will provided warranty to the purchaser of every HARTFORD motorcycle and scooter, 
which if is found to be defective in factory, the selling dealer will repair or replace the parts. 
The warranty period is 12 months or 12,000 km, whichever comes first.
Under this warranty, the repairment will performed by the selling dealer, the purchaser must deliver the 
motorbike to repair shop. If the purchaser user has moved to a distant locality, or if the selling dealer has 
ceased the business, The service under this warranty may be obtained from an Authorized agent’s dealer.

Coverage Non-Provided by the Warranty
This warranty will not apply to damage resulting from accident, fire or other casualty; due to misuse 
racing, alteration, use of parts not supplied by the manufacture of this motorcycle or over-loading beyond 
the specified motorcycle weight rating; deterioration of paint, bright metal or soft trim from normal use or 
exposure, or any motorcycle on which the odometer has been altered so that the actual mileage of the 
motorbike cannot be determined before 1000km of new motorcycle has ridden, please provided by the 
warranty.

Specific Exclusions
This limited warranty does not cover components that are subject to normal wear and tear. These items 
include but are not limited to the tires, clutch, brakes, brake shoes, batteries, cables, drive belts, torque 
converter, chains, seat, lights, fasteners, padding, mufflers, levers, decals, cosmetic body panels, spark 
plugs, wires. Additionally, this warranty does not apply to components, which are warranted by the 
component manufacturer.



Dealer Warranty and Limitation of Liability

Owner Maintenance
The owner has responsibility for warranty period, it may regular maintenance. 

During the become necessary for the owner to:
 Replace spark plugs, ignition points and brakes, or pads, hoses molded rubber or rubber-like items,
throttle cable, headlight and tail light lamp and filter.
 Adjust carburetor, ignition, brake;
 Clean fuel, replace disk brake fluid and brake system;
 Oil change on the engine and gear.
 Align headlight, front wheel, and rear wheel.
The Warranty is limited solely to the remedying of defects in materials or workmanship by any authorized 
Hartford motorcycle dealer at its place of business during customary business hours. This warranty does not 
cover inconvenience or loss of use of the motorcycle, or transportation of the motorcycle to or from Hartford 
Motors.

HARTFORD MOTORS SHALL NOT BE LIABLE FOR ANY OTHER EXPENSE, LOSS OR DAMAGE, 
WHETHER DIRECT, INCIDENTAL, CONSEQUENTIAL OR EXEMPLARY ARISING IN CONNECTION 
WITH THE SALE OR USE OF OR INABILITY TO USE THE MOTOFINO MOTORCYCLE FOR ANY 
PURPOSE. SOME STATES DO NOT ALLOW THE EXCLUSION OR LIMITATION OF ANY INCIDENTAL 
OR CONSEQUENTIAL DAMAGES, SO THE ABOVE LIMITATION OR EXCLUSION MAY NOT APPLY 
TO YOU.
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Model SA02A

Overall Length 1904 mm

Overall Width 683 mm

Overall Height 1144 mm

Dry Weight 163 kg

Displacement 124 c.c.

Bore & Stroke 72.5 x 66.8 mm                

Compression Rate 10：1

Compression Rate Electric Start

Fuel Type Unleaded Gasoline

Fuel Tank Capacity 5L

Battery 12V

Cooling System Type Air Cooled

Specification



Notice for Safe Driving

Rules For Safe Driving

 Many traffic accidents are caused by the inability of car driver to notice the motorcyclist, so the 
motorcyclist should try his best to be noticed by other driver 

Put on the coat in bright color.

Drive with great caution in the place with dazzling light or in blind spot. 

 Particular care should be exercised at the level crossing of roads, entrance and exit of parking lot  
or on the automobile lane.

 Never over speed, otherwise accidents may occur.

 You must get the driving license and be familiar with the vehicle. Never lend the vehicle to the 
man without driving license or who is unfamiliar with motorcycle. 

 Avoid driving on the rough road. This can easily result in the operation failure and structural 
damage to the vehicle frame.

 Check up before driving. 

 When driving, hold the handlebars and put feet on the footrest.

 Don’t drive too close to the other vehicles. Never contend for lane, and strictly observe the local 
traffic.



Payload

WARNING

Only put light weight goods in sundry boxes or other deposited place. 

The deposited shouldn’t be over weighted according to the following <TABLE 1>:

<TABLE 1>

 The max payload of this motorcycle is 150kg, including the weight of the driver, passenger and 
goods.

 If the motorcycle is over loaded, it will affect the stability and operation of the motorcycle.

 Tie all the goods needed to be carried on the motorcycle.

 On the rear shelf seats no child.

Deposited Weight (kg)

Carrier 5kg

Luggage Box 5kg



Features

Parts features(Figure 1, Figure 2)

Luggage Box

speedometer & Indicator

Main Switch Cushion Lock
Rear Luggage Carrier

Rear Brake lever

Front Brake lever

Battery

Head Light

Front IndicatorRear Indicator

Tail & Brake Light



Features

Parts features(Figure 3)

*Chassis No.(VIN) is engraved in front luggage box.

*Engine No. is engraved under left crankcase cover.

Chassis No.

Engine No.

Front Luggage Box*VIN

Side Stand

Air Filter

*Engine No.

Centre Stand

Figure 3



Features

The broken line(……)indicate the parts unseen in the picture.

Meter and Indicator(Figure 4)

(1) Fuel Meter: Indicate the fuel volume in the fuel tank.

(2) Right Turning Signal: Sparking when the button turns right.

(3) Odometer: Record the mileage.

(4) Speedometer: show the speed when the vehicle running.

(5) High Beam Indicator : When the button is on position“    ”，

the high beam indicator works.                           

(6) Left Turning Signal: Sparking when the button turns left.

(7) Accident Indicate Lamp.

(8) ABS Warning Lamp

Ignition Switch(Figure 5)

(1) Open(    ) - When the switch turns to this position, 

engine is started and do not pull out the key.

(2) Close(    ) - When the switch turns to this position, 

engine is stopped and take out the key.

(1)

(6)

(2)

(4)

(3)

(5)

(7) (8)

Figure 4

Figure 5

(2)
(1)



Features

(3-1) Lock(    ) - When the switch turns to lock( )position, take out the key, don’t 
turn the handlebar, and don’t start the engine or turn on any light.

(3-2) Steering Lock - Turn handle left to end, press down 

Ignition key  to (    ), the steering setting is locked. 

Do the above opposite, it is unlocked.

Fuel Meter(Figure 6)

Fuel meter (1)indicate the fuel volume in the fuel tank. 

When the needle points to (F), it indicates that the effective 

residue fuel is 5.5L. 

When the needle points at red section, it indicates the 

remainder of fuel is 1.2L.

Figure 5

(2)
(1)

(3)

Figure 6

(1)



Warning Light Switch(1) (Figure 7)

When turn the switch to “   ”, the left and right turning lights will be flashing at the same 
time;

When turn the switch to “   ”, the double flashing turning lights will be off.

Flame Out Switch (2) (Figure 7)

When the switch is on “   ”, the electric starting can be operable;

When the switch is on “   ”, the electric starting can not be operable.

Starting Switch(3) (Figure 7)

Press this button, the engine starts

Features

Figure 7

Start Switch(3)

Warning Light(1)

Flame Switch(2)



Features

Headlight Beam Switch 1(Figure 8)

Press“    ” button, and get high beam; Press“    ” button，to get low beam.

Turning Signal Light Switch 2(Figure 8)

When the switch is on“    ” turn left; When the switch is on“    ” button,

turn right. Press it down the light turn off.

Horn Switch 3(Figure 8)

Press this switch to make the horn work. 

Figure 8



Features

Cushion Lock(Figure 9)

 Insert the key, then turn the key clockwise open the cushion.

 Press down the cushion until a close down voice is heard. Pull up 

the cushion’s rear side to make sure the cushion is locked  well, 

then take out the key. 

Figure 9



For safety and preventing trouble or accident, pre-check up is necessary.

Gasoline

When the pointer or fuel meter is close to red section, replenish oil. 

And check whether the tank and the carburetor are in good condition.

 Gasoline tank container：＜6L

 Turn the tank cover anti-clockwise to open the fuel tank. (Figure 10)

 Proposal gasoline, octane number is above 90.

 Do not replenish oil together with water, dust or other things.

NOTICE

 Gasoline is inflammable, it possibly causes fire even exploding on certain condition, replenish oil only 
in an airiness place after stopping the engine, no fire in the place of oil replenishment or oil storage. 

 Don’t make the top level of fuel above the inlet tube of fuel tank when replenishing, lock the tank well 
after replenishment.

 Gasoline is poisonous, keep your skin or eyes away from it, and put it out of touch of children. If 
swallow any gasoline unconsciously, see the doctor at once.

Operation Instruction

Figure 10



Inspect the engine oil level(Figure 11, Figure 12)

 Keep the motor steady on the ground, screw up the 

oil dip rod (1) and clean it, then reinsert and inspect oil.

If the oil level reach to down limit sign, 

replenish the standard oil to the level below upper limit sign, 

then insert and screw down the lid back.

 Check if it’s in good situation.

NOTICE
The temperature of engine and exhaust pipe is high, 

please wear gloves before inspection.

Operation Instruction

Figure 11

(1)

上限

下限

Figure 12

Upper Limit

Down Limit



Replacement of Engine Oil (Figure 13)

 After idling engine few minutes, turn off the engine.

 Put an oil basin under drain screw and open the engine oil cap.

 After finishing draining engine oil, re-install drain screw, and hex bolts which on filter 
paper cover and filter.

 Add engine oil from oil hole, and install the cap.

 Start engine and idle few minutes, inspect if the oil is spilling.

 Turn down engine and check the capacity of engine oil.

NOTICE

 The initial inspection is after driving 300 km; after that, please inspect per 1000 km.

 Recommend engine oil: SAE10W-40

 Capacity: 1.0 liter

Operation Instruction

Figure 13

(1)



Operation Instruction

The Free Path of Rear Brake Lever(Figure 14, Figure 15)

Measure the distance of rear brake pedal before braking function, 

The free path should between 10-20mm, take the tail of brake handle as standard.

 Adjust nut

(A) increase the distance of free path.

(B) reduce the distance of free path

After adjusting, the axle pin (2) should touch closely with nut (1) groove after adjust.

Figure 14 Figure 15

Nut
(A & B)

Axle Pin Adjust the concave part 
of the nut to align the pin



Operation Instruction

Abrasion Mark of the Brake Pad(Figure 16)

(1) Reference marks

(2) Indicate marks

NOTICE

Please change the brake block when reference marks and indicate marks are situated in a 
straight line.

WARNING

When the front disc gets worn to the limit (see the notice on the disc: MIN.TH.3mm), the 
old disc must be changed in order not to influence the brake 

performance. 

Figure 16



Operation Instruction

Tire

Check the tire pressure regularly and adjust if necessary.

Front tire pressure: 200kPa  Rear tire pressure: 225kPa

 Check when the tire cooled

 Check if the motorcycle has a flat tire, mend it immediately when it has.

 Check if any metal trash or gravel in the groove of tires.

 Replace the tire when it wears out to the abrasion mark.

WARNING

 If the tire pressure dose not accord with the standard, it will possibly cause traffic 
accidents.

 It is dangerous to use a worn tire because the friction between tire and road will be 
affected which will possibly bring trouble to driving or even cause an accident.



Operation instruction

Start Engine(Figure 17)

 Put the key into the key hole and turn to “   ”.

 Electric starter: press start button to start engine, don’t keep

the start button pressed more than 5 seconds each time.

 Electric starting is based on grasping the brake handle.

NOTICE

 If electric starting doesn’t work, there must be a break for 30 seconds 

before you start the engine with it again.

 When start the engine in cold condition, please warm up engine for 3 minutes before running.

 The engine will be over heated if it works for a long time at idle speed in an extremely hot day, 
you need to power off the engine immediately.

 If you can’t start engine after pressing electric starter 4 to 5 times, please call local distributor for 
help.

Figure 17

Start Switch



Operation Instruction

Driving Motorcycle

WARNING

 The temperature of exhaust pipe is much high during driving, you will be injured if touching with 
it carelessly,  even within little time after stopping, the temperature can also cause injury, so wear 
trousers to protect your legs against injury. 

 Wear helmet, glasses, and gloves when driving.

 Loose or unsuitable clothes may cause an accident during driving.

 All device must be installed according to requirement of the traffic rule. Take the license with you 
when driving , each equipment of the motorcycle should accord with the local traffic law. 

NOTICE

Control the speed and payload during the first 1000km. Payload lower than 100kg is appropriate 
(including the weight of driver), over speed or over loading will shorten the life of engine.



Operation Instruction

Driving Operation

 Release Main-Stand and sit on the saddle, step on the ground by left foot to make motorcycle 
plumb with floor.

 Turn the throttle when start, put your left leg back to footrest and control the throttle to make the 
motorcycle reach good speed, close the acceleration to slow down.

NOTICE

 Do not make a sudden speedup or speed-down with the throttle grip to prevent that motorcycle rush out 
unexpectedly. 

 Driver must release the side stand before driving and try to know the status of running road.

Brake Operation

 Control the throttle grip.

 You must control the throttle grip and use both of the brake systems to slow down.

NOTICE

Drive with care when driving in bad situation like on moist or runny road, in a rainy day. Do brake 
operation, speedup operation or turning operation carefully. 

 Front brake and rear brake work at the same time



Operation Instruction

NOTICE

 When driving down on a cliff brae, close the acceleration entirely and use both of the brake system 
to make the speed lower. Don’t do brake operation continuously to make it too hot, which will 
affect the performance of brake. 

WARNING

When driving on a smooth or curving road at a high speed, don’t use only one brake system, you 
must use both rear and front brake system at the same time to avoid an accident.  



Operation Instruction

Power Off the Engine(Figure 18, Figure 19)

 Close acceleration: revolve to the end as the direction of the picture

showing (commonly, the engine will become in idle situation at the 

moment when you release the throttle grip）

 Turn the ignition switch to (    )

Parking Operation

When parking, turn the key to (    )position, put down the support and lock the handle well.
WARNING

Park the motor on a smooth ground, or it may fall down and cause injury. 

NOTICE for Anti-Theft 

 Lock the steering and do not leave key in the key hole before you leave.

 Park the motor in a car barn if possible.

Figure 18

Figure 19

(2)
(1)



Maintenance and Service

Maintenance Periodic Table

This maintenance is based on the odometer, see the maintenance periodic table as an important guide 
for your motor’s maintenance on schedule. You should increase the frequency of maintenance if you 
use the motor at a high speed in a bad situation for a long time. Some main parts of your motor 
should be inspected by a career man after a repair for most parts or collision, like frame, hanger, or 
turning parts , repair or replace broken parts to secure your safety.

NOTICE

 For the safety and dependability, never refit. Use the parts of us or parts of same quality as ours for 
replacement. Otherwise, the performance and operation function will be affected.

 The motor without use in winter or having been parking for longer than one month needs 
maintenance before driving to check if the fuel, tire or battery were bad or corrupted. 

WARNING

For the safety of personnel, no matter whatever maintenance work carries on, first power off the 
engine, park the motor on a good ground and support the motor with stands well.



Maintenance and Service

Exhaust Emission Control System<TABLE 2>

No

MILEAGE/km
300 3,000 5,000 6,000 9,000 10,000 12,000 15,000 18,000 20,000 21,000 24,000

ITEM

CIRCLE
Initial Or 3 Months Or 5 Months Or 6 Months Or 9 Months Or 10 Months Or 12 Months Or 15 Months Or 18 Months Or 20 Months Or 21 Months Or 24 Months

1 Engine oil R R(Per 1,000km)

2 Gear oil R R R R R R R R

3 Check gearbox and engine if oil spilling I I I I I I I I I

4 Brake system I I I I I I I I I

5 Battery, lights, odometer I I I I I I I I I

6 Steering handle inspection I I I I I

7 CVT transmission gear I I I I I

8
Inspection for shock absorber and oil 

spilling
I I I I I I I I I

9 Nut and bolt inspection I I I I I I I I I

10 Lubrication for each part L L L L L L L L

11
Inspection for tire air pressure and

pattern depth
I I I I I I I I I

Code I C R L D ☆

Definition Inspect Clean Change Lubricate Diagnostics For exhaust emission item



Maintenance and Service
<TABLE 2 Continue>

*Unless you are an expert on machine and hold a full set of tools and maintenance data, or leave your motor to a mechanic person to 
maintain or repair 

** For safety, we claim all of items done by mechanic person.

<NOTE 1> Please shorten the period of maintenance if the motor is used in a particularly moist or dusty area, and when the fuel 
consumption becomes more and more, and accelerated effect is bad, you should change some parts.

<NOTE 2> If you usually drive the motor on rugged roads, please go for a maintenance to protect the performance of the vehicle.

<NOTE 3> Change as the season changes in a cold area.

No

MILEAGE/km
300 3,000 5,000 6,000 9,000 10,000 12,000 15,000 18,000 20,000 21,000 24,000

ITEM

CIRCLE
Initial Or 3 Months Or 5 Months Or 6 Months Or 9 Months Or 10 Months Or 12 Months Or 15 Months Or 18 Months Or 20 Months Or 21 Months Or 24 Months

12 ☆Fuel pipe I I I I I

13 ☆Spark plug I I I/R I I/R I I/R I I/R

14 ☆Air filter element I C R C R

15 ☆Valve I I/A I/A I/A I/A I/A I/A I/A I/A

16 ☆Oxygen Sensor、Catalytic Converter D D D D D

17 ☆Positive Crankcase Ventilation System I After changing engine oil, please also empty slop tube if necessary.

18 ☆Idling Exhaust Inspection I I I

19 ☆Fuel Injection System D D D D D

20 ☆Evaporative Emission Control System I I I I I

21 ☆Fuel Line、Fuel Pressure I/R I/R



Maintenance and Service

Solution for Troubles<TABLE 3>

Trouble Phenomenon Reason Solution

Can’t start the engine

Spark plug no spark

Spark plug wear out Change

Ignition wire wear out Change

CDI wear out Change

Ignition switch wear out Change

Ignition come off or become flexible Connect well or firm and tight

The spark is weak

Spark plug gap too small or big Adjust

Spark plug pole burn Change

The spark plug accumulates carbons seriously Clear out

No mixed air in   cylinder

No fuel Replenish

Oil mouth stop up Dredge

The oil passage stops up Dredge

Air cleaner stop up Clean

Take in system leak Check and clear out

The cylinder compresses strength low

Spark plug seat leak Screw up spark

Cylinder cover leak Change spacer

Valve seat washer worn out Polish

The piston-ring or the cylinder block worn seriously Change them

The piston-ring is broken or stored up the carbon to hinder 

very much
Change piston-ring or clear carbon



Maintenance and Service

<TABLE 3 Continue>

Trouble Phenomenon Fuel tank pressed the switch to damage Trouble reason Solution

The vehicle has bad acceleration

performance 

The octane value of the fuel is too low Change flue

Oil path blocked Clean oil path

Ignition in wrong time Check wire and change CDI

Spark too weak or flame out Check ignition and clear out 

Mixed air too dense or too thin Clean adjust carburetor

Air leak from the engine Check and clear out

Muffler blocked Dredge  

Belt wear and tear Change 

The automatic clutch roller wear and tear Change 

The electric   start does not work

The clutch is broken Change 

the relay is broken Change 

Battery electricity not enough Charge 

Riding unsteady

gap between turning bearings is too big Adjust 

tire pressure not enough pump

Front and rear axle released Screw up nut

the brake does not work

The brake block wear and tear superlatively Change 

brake cam wear and tear Change 

Brake cable is broken Change 

Free path too big Adjust 



Maintenance and Service

Clean The Air Filter(Figure 20)

 Take down the fixing bolt of air cleaner cover.

 Take out the core from the air cleaner box.

 Clean the filter element using compress air or dry brush, or, 

put a new filter in the air clean box. 

 Do the above oppositely to install the air filter.

NOTICE

Never use gasoline or low burning point solvent to clean.

Figure 20

Air Cleaner Box



Maintenance and Service

Battery Maintenance(Figure 21, Figure 22)

It is adopted the airtight battery, therefore, please do not add water.

NOTICE

 Take the battery cover down from the foot pedal.

 Check whether the wire connector is loose and corroded

 If the peg of battery is corroded. Please take it off and clean.(use boiled water)

After cleaning, apply a thin layer of butter or petroleum jelly to the battery pile head before reinstalling 
the battery.

Taking negative terminal first and positive terminal next, when installing, just opposite to above 
procedure.

Figure 22

Figure 21



Maintenance and Service

Clean the Oil Filter Net(Figure 23, Figure 24)

 Screw out the cover of oil hole /oil dip rod and the cover of oil filter

screen, take out oil hole cover and oil filter (1) then take strainer (2)

and spring (3).

 Clean the oil filter net by using air blast.

 Re-install the oil filter net, spring and the cover of oil filter screen.

 Inject standard oil into the engine, not exceeding the upper mark,  

 When measuring the oil level, do not screw down the cover of oil hole / oil dip rod. 

 Re-install the cover of oil hole / oil dip rod

 Start engine and keep it working at idle speed for few minutes, then turn it off.

 Measure the oil volume of engine again to make sure it does not leak. 

Figure 24

(Engine Oil filter)

Figure 23



Maintenance and Service

Change Gear Oil(Figure 25)

 Place the vehicle by the main stand.

 Screw out the immersion bolt (1) and gear oil-drain bolt (2).

 When draining the oil, the engine needs a certain temperature, it will

help all the oil drained out.             

 Clean the drain bolt and then re-install it.

 Inject oil into the hole of the immersion bolt slowly till the oil spill 

over slightly.

 Fix the immersion bolt and screw it tight.

NOTICE

 The initial inspection is after driving 300 km; after that, please inspect per 1000 km.

 Recommend gear oil: SAE90.

 Changing capacity: 0.10 Liter

(1), Gear Oil Injection hole

Figure 2

(2)



Maintenance and Service

Inspection of Front Brake System(Figure 26, Figure 27)

 Checking if brake oil tube is leaking.

 Turn the handles straight, please check if the brake oil is enough and make sure 

brake oil is between upper and lower position.     

 When brake oil is close to lower position, please inspect the brake lining.

NOTICE

 Recommend gear oil: DOT Brake Oil.

Figure 26

LOWER

UPPER

Figure 27



Maintenance and Service

Spark Plug(Figure 28, Figure 29, Figure 30)

Recommend spark plug specification: CR8E

 Disconnect the joint of the spark plug cover and take apart the spark plug with special spanner.

 Check if there is any burning ash or accumulated dirt on electrode or porcelain head, if it singed 
badly, replace the spark plug, Clean the ash or dirt with plug cleanser or a brush.

 Normally the gap between side electrode and center electrode is 0.6-0.7 mm.

 Do not use other kind of spark plug with different specification.

0
.6

 ~
 0

.7
 m

m

Spark Plug

Figure 28

Figure 29 Figure 30



Maintenance and Service

Fuse Replacement(Figure 31)

Main Wiring Fuse 

 Turn the main switch to OFF and open the battery cover.

 Open the fuse box and check the specification: 

Main wiring: 10A, EMS wiring: 5A.

 If the fuse is blown, please replace a new one.

ABS Wiring Fuse

 Turn the main switch to OFF and tear down front cover carefully.

 Open the fuse box and check the specification: 

ABS wiring: 30A

 If the fuse is blown, please replace a new one.

Fuse Box

Fuse Wire

Figure 31



Maintenance and Service

Catalytic Converter System

The catalyst is coated with an active material (on the substrate of the precious metal) to affect the 
exhausted gas CO, HC and NOx to do redox reactions. And also make CO, HC and NOx to separate 
before the material leave from the catalytic converter to redox to H2, CO2 and N2.

Active Material



Maintenance and Service

Oil and Gas Evaporative Control System(E.E.C.)

Efficacy and Principle of E.E.C.

To prevent the hydrocarbon exhaustion to atmosphere, we close all of the fuel system and attaching 
recycle pipe switch to control the number of exhaustion. The switch will makes it possible for outside 
air to enter easily, also limit the exhaustion to atmosphere.

Air 
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Vehicle Storage

Storage

If the vehicle hasn’t been used for a long time, some steps should be taken to prevent malfunction and damage to 
the parts. Besides, before the long-time storage, proper repairs should also be done.

 Change the engine oil.

 Drain out the fuel in the fuel tank and oil in the carburetor.

WARNING

 Gasoline is inflammable and may cause fire and even explosion on certain conditions. Therefore, no fire 
when draining.

 Take apart the spark plug, inject about 15~20ml oil into the cylinder, step down the kick pedal several times 
and then fix the spark back on.

 Take apart the battery and place it in a place without strong light or frozen ice, charge it every month.

 Clean the vehicle and wipe it dry, coat the wax on the surface of the paint, and anti-rust oil on other metal 
parts.

 Cover the vehicle and put it in a cool place.

Use the Vehicle After Long-Time Storage

 Take off the cover and clean the vehicle. You should change the oil after 4 months above storage.

 Charge the battery if necessary, and fix it on.

 Check all the parts before driving, ride motorcycle in a low speed in non-busy area, make sure the safety.


