
VR-220HX Specification Sheet 
Brand         HARTFORD Frame (body) Steel Pipe 

Model             VR220HX 
M6 Suspension 

System 

Front Telescopic 

 
Overall Size 

Length 2110 mm Rear Single-arm 
suspension 

Width 850 mm 

Transmission 
System 

1st Reduction 
Device Gear 

Height 1230 mm 2nd Reduction 
Device Gear 

Wheelbase 1375 mm Clutch Wet Multi-plate 

Weight 

Net 
Weigh 

Front 60 kg Gear Box Long-term mesh 
Type 

     Rear 80 kg Tire Size and 
Layer 

Front 3.0-21 

Total 140 kg Rear 110/80-18 

Passenger Capacity 2 /150kg 
Brake 

Front DISC 

Total 
 

Front 120 kg Rear DISC 

Rear 170 kg Speedometer Km/H 

Total 290 kg 

Lighting System 

Front 
Lamp(High、

Low Beam 
12V-60/55W 

Performance 

MAX speed 130 km/hr License Plate 
Bulb 12V-5W 

Fuel Consumption 
rate 28 km/l Above Break Light 12V-6W 

Slope capacity 30 degrees Turn Signal 12V-0.82W 

 
Engine 

Model C23A Horn One 

Fuel Unleaded gasoline Muffler Catalytic Converter 

Stroke/ Cooling 4 Stroke/Oil-cooled Exhaust 
Emission 

Concentration 
 

Particulate 
Matter 15  % 

Cylinder 

Internal 
Diameter 66.5 mm CO Under 3.0 % 

Piston Strok 66.2 mm HC Under 1400ppm 

Arrangement Single Vertical Muffler position and direction Rear Right Side 

Total Displacement 223 c.c.. Lubrication Method 
Combination of 

pressure feed and 
splash lubrication 

Compression ratio 9.2 ： 1 E. E. C. Under 2g/test  

Max Horsepower  15.52/ 8250  
kw/ rpm P. C. V. Yes   No 

Max Torque 21.06 /5500 
Nm/ rpm Catalytic Control System Yes   No 

Location Center Front of the 
Frame Chart of Moving Performance N/A 

Ignition CDI Engine Performance Chart N/A 
Start Up Electric / Kickstarter Fuel Tank Capacity 12 L 



VR-220HX Specification Sheet 

Notes 

(1) Fuel supply system: Indirect injection 
 

(2) 1st Gear: 3.08 
   2nd Gear: 2.06 
   3rd Gear: 1.45 
   4th Gear: 1.13 
   5th Gear: 0.96 
   6th Gear: 0.81 

 
 


